
CULTIROVATOR 



MODEL 
Hercules King 

(Heavy Duty)

Hercules

(Medium Series)

Hercules Prince

(Light Series)

Tractor Power 65-70 HP 55-65 HP 45-55 HP

Overall Width 249 cm Approx  224 cm 199 Approx 1000 RPM

Tillage Width 236 cm Approx  211 cm 186 Approx 15-20 16-19 17-18 18-17 19-16 20-15 13-22

Gear Box Speed  Multi  Multi  Multi

 

160 180 200 225 252 282 232

Side Transmission Gear Gear Gear

P.T.O Speed (RPM) 540/1000 540/1000 540/1000

Weight 532 Approx 515 Approx 498 Approx

No. of Blades 54 48 42

Gear Box Overload
Protection Shear Bolt Shear Bolt Shear Bolt   

Cultirovator is the combination for better preparation of soil

Heavy duty and versatile Rotavator suitable for all kinds of soil

Equipped with latest technology

More efcient due to Spring loaded Trailing board

Very low maintenance and low consumption.

GNA / Equivalent Make multi speed Gear Box assy.

Taiyo / Bull / Equivalent make Boron Steel Blades for longer life.

 Heat sensor for Gear Oil and Gear Life Extra Bonnet 60% wear life due to added wear plate

 Oil Level Indicator/Sensor

 Equipped with Servicing alarm

 Mobile App based tracking for Servicing alarm

ROTOR RPM CHART

RPM for Multi-Speed Gear Box

Tractor PTO 540 (RPM) 

7 Feet Cultirovator
SPECIFICATION

SPECIAL FEATURES (OPTIONAL)

BENEFITS

SALIENT FEATURES

Cavalo Hercules-Series Cultirovator is better than other agricultural equipments"    

Cavalo Cultirovator  prepare the soil in just one round of cultivation"    

Cavalo Cultirovator saves approx 50% diesel and 50% of time    

Using Cultirovator soil gets more fertilized than normal Rotavator    

Using Cultirovator soil gets quickly enriched with natural nutrients    

Traditional method takes minimum 10-15 days to prepare the seed bed    

whereas with Cavalo Cutirovator soil is available for sowing in half the time    

Helps prepare the soil very quickly so that moisture of previous crop is    

retained, thus helps in better water management.    

Benecial for the land available after reaping Sugarcane, Banana,     

Jute, dried grass and any other crop.    

Provided heat sensor monitors working temperature which prevents     

loss of productivity    

Oil Level indicator based monitoring prevents breakdown & maintenance    

Provide the Mobile App for Service alarm, Gear Oil replacement or Top Up    

Adjustable depth up 
to 3 Inch max (6’’ to 9’’)

Extra support to distribute
The Load of a�achment

 uniformly

Robust design for 
Heavy duty load

Added wear plate for 
Extra Bonnet Life
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